PRODUCT BULLETIN COVER-TEX BULLETIN NO: J-5307
DRYWALL ACCESSORY WALL TEXTURE DATE: 3'-24-75
FRODUCTS NON-ASBESTOS PAGE: lofl
APPROVALS: PRODUCING PLANT GEEEELEX  TEST BATCH
AHT?%NC?{A&MS{%A‘I‘TQ; DATE:

BULLETIN © DESCRIPTION | % POUNDS |~ GALLONS

220 Whiting 43,44 1000
442 Taleron 44=31 21,72 200

247 _Mca, Serieite "g® 13,03 300

446 . Titenium Pigment 1,09 25

056 Wyojel Clay 3.,26 75

489 Wollastonite 13,03 300

102 Di ammonium Phosphate 0,13 3

022 Ammonium Bi Borate 0.13 2

245 - Methocel 228 0.135 g
_ 493 Preservative 0,13 3

435 Casein 1.09 25

164, Glyoxal 80% 0.30 7

436 Staramiec 747 2,17 50

430 _1 STPP 0,13 3

TOTAL - 100.00 230?_
MANUFACTURING INSTRUCTIONS: 2§27

1. Mixing time shall be 8 minutes minimum and 12 minutes mayximum,
2. Blank out asbestos warning on sacks,

SUALLTY. CONTROL:

™~1A Viscosity, 100 gm cone @ 5 sec.,
200 gm per 150 cc water

T™=3A Bond
g Per 7"

30 - 40 mm

Equal to Standerd

KG2000777




